
Made in EU

DGS 90

Radiation Protective Windows – DGS 90

Working with innovative, sensitive materials such as lead acrylic or lead glass is our speciality.  
MAVIG has decades of experience and know-how in the production of radiation protection glass 
as well as specialised solutions. 

We bring together spatial requirements, radiation protection and technical safety for you – all 
under one roof. Our expertise in this area is at your service.

We supply modern and functional radiation protection windows, that meet the requirements for use  
in medical rooms through their modular design. Among the MAVIG radiation protection windows offered 
here, solutions can be found for all types of construction projects, ensuring simple and easy installation. 

• Easy installation – No complicated preparations or assembling on site

• Fully covered frame to prevent leakage between frame and glass

• MAVIG lead glass is made of premium quality radiation protective glass

• Excellent light transmission

• Optimal transparency

• The surface of the glass is polished and all edges are chamfered

Model Series:	 DGS 90	 Two-piece, leaded aluminum window for an installation in concrete, brick,  
plasterboard (BA13) or wooden inner walls
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Standard Sizes, Installation Dimensions and Lead Equivalence for DGS 90

Metal frame (A) made of aluminum (profile W x D: 62 x 42 mm) plus an outer cover frame (B)  
with inner layer of X-ray protective material in the (lead equivalent value of 2.00 mm Pb,  
profile W x D: 84 x 5 mm)

The window has a RAL 9003 colour finish (signal white) and includes a X-ray protective lead  
glass pane (C) of highest quality available with a lead equivalent value of 2.00 mm Pb  
(other lead equivalent values up to max. 4.00 mm Pb upon request).

Metal Frame		  for Wall Openings of 	 with Lead Glass	 Pb Value	 Aperture

	(nominal size, H x W)	 (H x W)	 (H x W)		  (H x W) 

	 700 x 900 mm	 710 x 910 mm	 600 x 800 mm	 2.00 mm Pb	 576 x 776 mm

	 900 x 1100 mm	 910 x 1110 mm	 800 x 1000 mm	 2.00 mm Pb	 776 x 976 mm

	 900 x 1300 mm	 910 x 1310 mm	 800 x 1200 mm	 2.00 mm Pb	 776 x 1176 mm

	 1100 x 1300 mm	 1110 x 1310 mm	 1000 x 1200 mm	 2.00 mm Pb	 976 x 1176 mm

	 1100 x 1500 mm	 1110 x 1510 mm	 1000 x 1400 mm	 2.00 mm Pb	 976 x 1376 mm

	 1100 x 1700 mm	 1110 x 1710 mm	 1000 x 1600 mm	 2.00 mm Pb	 976 x 1576 mm

	 1100 x 1900 mm	 1110 x 1910 mm	 1000 x 1800 mm	 2.00 mm Pb	 976 x 1776 mm

	 1100 x 2100 mm	 1110 x 2110 mm	 1000 x 2000 mm	 2.00 mm Pb	 976 x 1976 mm

Special window sizes / other lead equivalent values up to max. 4.00 mm Pb upon request.
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DGS 90 - Detail View/Cutout

Detail View / Cutout,  
see technical illustration
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